INDIVIDUAL CERAMIC PIN GAGES WITH TWO DECIMAL PLACES (0.01MM STEP)

= Meet DIN2269, grade 1

= Diameter range: @0.50~@10.00mm

= Diameter accuracy: £1um Unit: mm
= Made of ceramic, extremely wear resistance, @d

corrosion resistance and dimensional stability
= Optional accessory: wooden box (code 7340)

Diameter @d (mm)

& 3
0.50, 0.51, 0.52, 0.53, " 1.00
1.01, 1.02, 1.03, 1.04, - 2.00
2.01, 2.02, 2.03, 2.04, - 3.00 Lt
3.01, 3.02, 3.03, 3.04, - 4.00
4.01,4.02, 4.03, 4.04, - 5.00 4113-3D00
5.01, 5.02, 5.03, 5.04, - 6.00 Ordering examples:
6.01, 6.02, 6.03, 6.04, - 7.00 (Ii))igrn?;?r 2);)%6:0[)21
7.01,7.02,7.03,7.04, - 8.00 : -
8.01, 8.02, 8.03, 8.04, ~ 9.00 o.56mm - 4113-5D56

10.00mm  4113-10D00
9.01, 9.02, 9.03, 9.04, - 10.00 4113-0000 Note : “D” stands for “”



